






1500W 32MM ROTARY HAMMERJC-3201ZS2 

PROFESSIONAL 

Aviation Technology on Gear Box
Patented structure on rotor fan prevent oil splash
Safety clutch over load protection lifetime more than 50000 times
Patented air vents design to prevent the motor over- heating
Continuous running for 200 hours without oil leakage

Rated Voltage: 220-240/120V

Frenquency: 50/60Hz

Input power: 1500W

No-load speed: 1000rpm 

Impact rate: 4800BPM 

Impact energy: 6J

Tool holder: SDSPLUS 

Industrial

1500W 32MM ROTARY HAMMERJC-3201ZS2 

Rated Voltage: 220-240/120V

Frenquency: 50/60Hz

Input power: 1500W/9.5A

No-load speed: 1100rpm

Impact rate: 5300b/min 

Impact energy: 6.5J

Tool holder: SDS+ 

Function: 

Drill capactity: Wood: 40mm

Concrete: 32mm

Metal: 13mm



1500W 32MM ROTARY HAMMERJC-3201S3

1200W 28MM ROTARY HAMMERJC-2801S3 

Rated Voltage: 220-240/120V

Frenquency: 50/60Hz

Input power: 1500W

No-load speed: 1000rpm/0-1000 rpm

Impact rate: 4800BPM/0-4800BPM

Impact energy: 6J

Tool holder: SDSPLUS

Drill capactity: wood: 40mm/Concrete: 32mm/Metal: 13mm

Function: 2functons /3 functions

Pcs/Container: 1500pcs/20GP 3150pcs/40GP

Rated Voltage: 220-240/120V

Frenquency: 50/60Hz

Input power: 1200W 

No-load speed: 1000rpm

Impact rate: 4800BPM

Impact energy: 5.5J

Tool holder: SDSPLUS

Drill capactity: wood: 30mm/Concrete: 28mm/Metal: 13mm

Function: 2functons /3 functions

Pcs/Container: 1500pcs/20GP 3150pcs/40GP

1500W 32MM ROTARY HAMMERJC-3201S3

JC-2801S3 

Rated Voltage: 220-240/120V

Frenquency: 50/60Hz

Input power: 1500W/9.5A

No-load speed: 1000rpm/0-1000 rpm

Impact rate: 4800b/min /0-4800b/min 

Impact energy: 6J

Tool holder: SDS+ 

Rated Voltage: 220-240/120V

Frenquency: 50/60Hz

Input power: 1200W/8A 

No-load speed: 1000rpm/0-1000 rpm

Tool holder: SDS+ 

Impact rate: 4800b/min /0-4800 b/min 

Impact energy: 5.5J

Function: 

Function: 

Drill capactity: Wood: 40mm

Concrete: 32mm

Metal: 13mm

Drill capactity: Wood: 30mm

Concrete: 28mm

Metal: 13mm



Oil leakage control technology 

Motor innovative technologies leading motor life in doubled

1700W Demolition  HammerJC-125L

Rated Voltage:   220-240/120V

Frenquency: 50/60Hz

Input power: 1700W/9.5A

Impact rate: 2100 b/min

Product weight:15kg 

Impact energy: 65J



1700W Demolition HammerJC-65L

1700W Demolition HammerJC-85L 

Rated Voltage:   220-240/120V

Frenquency: 50/60Hz

Input power: 1700W/9A

Impact rate: 2000 b/min

Product weight:14kg 

Impact energy: 55J

Rated Voltage:   220-240/120V

Frenquency: 50/60Hz

Input power: 1700W/9A

Impact rate: 2100 b/min

Impact energy: 60J

Product weight: 15kg 




